
DECORATION SPEC SHEET

OG603 OGIO® Fusion Trucker Cap

FRONT DECORATION DIMENSIONS

FPN Front Panel 2"HX5"W Primary

SIDE DECORATION DIMENSIONS

CL Cap Left 2"HX3"W

CR Cap Right 2"HX3"W

Decoration range is dependent on product, decoration method and equipment used. Allow for 1/8” per size. Sizing is based off:
Adult–L, Women’s–M, Youth–L, Girls–M. Please consult with your decorator or supplier.

DECORATION TECHNIQUES

SCREEN PRINTING HEAT TRANSFERS



DECORATION SPEC SHEET

OG603 OGIO® Fusion Trucker Cap

ESSENTIAL PRODUCT INFORMATION

Due to the nature of 100% polyester fabrics, special care must be taken throughout the decoration process when heat
is applied for curing. Please consult with your decorator or material supplier.

Due to the nature of nylon, special care must be taken throughout the decoration process when heat is applied for
curing. Please consult with your decorator or material supplier.

TIPS FROM OUR EXPERTS BY DECORATION TECHNIQUE

SCREEN PRINTING
An imprinting method in which the image is transferred to the fabric. Ink is squeegeed
through a stenciled screen stretched over a frame and then cured in a dryer.

 
Low-cure poly inks are required. Grey or black bleed blockers may be
necessary. 
 
For best results on a sublimated or camo pattern, use black bleed blocker
under base 
 
 

HEAT TRANSFERS
A graphic, name and or number applied to a textile with a heat press. Great for
quantities of any size, sports name and numbering, fashion, performance wear, print
on demand programs and on-site decorating events.

Heat transfers with low cure adhesive and bleed blockers are required for this
product.   For best results on a sublimated or camo pattern, use low-cure black
bleed blocker  

Please consult with your decorator, distributor or supplier for further
information. For any questions, please email orders@printwear.io | Visit Printwear.io


